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ELECTRIC MYLOCOSOUND 17B APRIL 21ST 2018 
UNIVERSAL SOUND FOR LARGESCALE, ELECTRIC LOCOMOTIVES. 

OVERVIEW 
 

Easy installation using screw terminals with no soldering. 
Uses a TV remote control to adjust the sounds to match the prototype loco. 
Provides seven selectable engine sounds which adjust to match the loco speed and load. 
Selectable engine start up.  Seven single and dual tone horns with adjustable pitch to suit the loco. 
Full remote control of the horn, bell, airbrake, guard’s whistle and optional turbocharger. 
Optional brake squeal. 
For track powered DC or battery powered radio controlled railways. 
Measures 55mm x 33mm x 11mm. 

CONTENTS 

 

The soundcard will operate with any Sony™ TV remote 
control using the buttons described in this section.  It will also 
operate with any universal remote control when it is set to 
Sony coding.  They can be purchased from your local 
consumer electronics store, Kmart, Good Guys, etc. for less 
than $20.  You will probably find a number of codes listed for 
Sony and will need to try each one until you get to the code 
which operates the soundcard volume, mute and function 
buttons correctly.   
The remote control shown here is the Home & Co which, at 
the time of printing, is $12 from Kmart.  To program it, hold 
the Power & TV buttons together until the TV button light 
goes out.  Then set the code 0140 and then press the Power button again to set the code. 
Please ensure that your chosen remote control has batteries installed and follow the instructions which 
come with it to set the coding. 
Note that the buttons on the remote control auto-repeat if held down.  If you want a single event to occur, 
like turning on the safety valve,  then press the safety valve and release it immediately.  If you want to 
make a large change in volume or tone then you can hold the button down to avoid the need to press the 
button repeatedly.  
The Mute button will start and stop the engine.    
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SPEAKERS AND SOUND QUALITY 
 

The soundcard requires an 8 ohm loudspeaker which is not included.  A 4 ohm speaker can also be used but 
you may cause the soundcard to overheat and temporarily shut down if the volume is very high 
and the soundcard is in a confined space.  Your choice of speaker is highly important because it 
determines the quality of the sound produced.  A power output of at least one watt is 
recommended. 
The lowest cost option is to fit speaker from your local consumer electronics store.  Typically 
these come in 27mm or 57mm diameters.  Use the largest, which you can fit in your loco.  

For a better quality sound and more volume, the speaker needs to be 
baffled.  That means that it needs to be built into the front face of an airtight 
box so that sound is heard only from the front of the speaker and none from 
the back.  The plastic top of a spray paint can is good for making a baffle as 

shown in the diagram. 
A good solution, which ensures high quality sound with lots of deep throbbing 
bass, is to purchase an 8 ohm impedance external speaker unit for iPod and MP3 
music players and remove the two speaker modules, in their enclosures, for use 
in two locos.  These are readily available at consumer electronics stores. 
Speakers can be connected to the terminals either way around. 
It is also possible to boost the volume by using a commercial stereo amplifier. 
Section 11 of these instructions shows how this can be done.  Use of an external 
amplifier is recommended for ride on railways. 

THE REMOTE CONTROL 
 

The soundcard will operate with any Sony™ TV 
remote control using the buttons described in 
this section.  It will also operate with any 
universal remote control when it is set to Sony 
coding.  They can be purchased from your local 
consumer electronics store, Kmart, Good Guys, 
etc. for less than $20. You will probably find a 
number of codes listed for Sony and will need 
to try each one until you get to the code which 
operates the soundcard volume, mute and 
function buttons correctly.  The remote control 
shown here is the Audiosonic which, at the 
time of printing, is $12 from Kmart and should 
be set to the code 0188. 
Please ensure that your chosen remote control 
has batteries installed and follow the 
instructions that come with it to set the coding. 
Note that the buttons on the remote control auto-repeat if held down.  If you want a single event to occur, 
like turning on the safety valve, then press the safety valve and release it immediately.  If you want to make 
a large change in volume or tone then you can hold the button down to avoid the need to press the button 
repeatedly.  
The Mute button will start and stop the engine. 

  

http://www.dse.com.au/cgi-bin/dse.storefront/46c1207803fa0c222740c0a87f9c06d7/Product/View/C2222



















